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Operating Instructions
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1.0 Getting started

– To operate the gas gun you will need a 12 volt
battery and a cylinder of Propane Gas 
(see note right under power supply).

– Place the gas gun in a suitable position making
sure there is nothing obstructing the barrel. Take
particular care in standing crops as obstructions
could be ignited.

– Connect the regulator to the gas cylinder and
turn on the supply valve ensuring there is no gas
leakage. Always keep gas cylinders upright.

– Connect the battery to the two crocodile clips
ensuring correct connection, red to positive (+)
and black to negative (-).

1.1 Selecting the number of
bangs at each firing

– Set the knob indicated “NO. OF BANGS” to the
number of bangs required at each firing. There is
a delay of approximately 10 seconds between
the bangs. 

– Make your selection from 1 to 4 or R.
The “R” setting will give a random number of
bangs at each firing of between 1 to 4.

1.2 Selecting the interval 
between firing

– Set the “RANDOM / TIMED” switch to “TIMED” to
pre-set the interval between firings. 

– Use the “INTERVAL / MINS” control knob to set
the required interval between firings at between
15 to 60 minutes.

– Alternatively switch to “RANDOM” for a random
interval between firings of 15 to 60 minutes.

1. OPERATING INSTRUCTIONS

1.3 Selecting morning delay

To be adjusted for light summer mornings to delay
the start of firing and so avoid creating a nuisance.

– Use the “HRS / DAWN DELAY” control knob to set
the required dawn delay time, from 1 to 4 hours.

1.4 Volume control

– Use the “SECS / GAS” control knob to set the
amount of gas released into the gas chamber,
suggested setting approximately 3 secs.

1.5 Test mode 

– To test fire the birdscarer, press and release the
black toggle switch on the side of the control box.
After 5 seconds the birdscarer will make one test
bang. This facility will work at any time, day or
night.

ALWAYS USE EAR MUFFS
AS A SAFETY PRECAUTION
WHEN OPERATING THE
BIRDSCARER

Wear
ear protectors

Control panel display
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