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Proven to reduce seed loss when
direct cutting oil seed rape

Proven rape cutting technology
• Low losses due to fast and exact

cutting performance 

• Heavy duty construction
incorporating double knife
cutting via twin crank system 

• No sharp edges at guide ways or
bolt heads to improve crop flow

• Centrally located knives each
105mm long

• Cutting length 1.35 metres 

Cutting knife
Efficient double knife cutting
system with a blade length
of 105mm

Smooth crop flow
No sharp edges at guide
ways or bolt heads

Mounting bracket
A range fabricated
mounting brackets available
for all popular combines

Drive system
Choice of hydraulic or
electric motor drive
system for reliable use

Centrally located knives
Ensures clean cut when
starting knife within crop

Spaldings par ts are designed and manufactured for Spaldings to exacting quality standards and are supplied to fit machines indicated and are not sold as genuine par ts. Relates to Sideknife bracket only.
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Spaldings 
Combine Sideknife®

Mk7 HYDRAULIC
Pressure: 50 – 180 bar.
Required flow: 10 – 12 ltr/min.
Cutting height: 135cm.

15825 Spaldings Mk7 hydraulic
sideknife (requires mounting
bracket, see right).

15823 Spaldings Mk7 hydraulic
motor (to fit 15825).

Efficient rape cutting
Designed to fit most popular
makes of combine. The Mk7
Spaldings side knife is vertically
mounted and designed to reduce
pod shatter and seed loss whilst
direct combining oil seed rape.

For oil seed rape growers who
want maximum yield and reduced
costs through improved cutting
speed and performance.

Sideknife Mounting Brackets (R.H.)* to fit:
15726 Case Axial-Flow sideknife bracket 

also fits AFX series.

15730 Claas Dominator sideknife bracket 
also fits Commander & Mega.

15732 Claas Lexion also fts Median & Turano.

15735 Deutz Fahr.

15721 John Deere 925 American header.
15722 John Deere 800 header.
15723 John Deere 600 & 900 headers.
15720 John Deere 1000 header.

15725 MF Power flow (all models).
15726 MF 31, 34, 36, 38, 40 Dronningborg.

15728 New Holland TX, TF, 8000 series. 
15729 New Holland CS, CX, CR series

also fits CSX & TC series.

Replacement parts
15815 Mk7 guide plate.
15816 Mk7 knife holder.
15817 Mk7 knife section.
15818 Mk7 rivet.
15819 Mk7 bush.

Spaldings 
Combine Sideknife®

Mk7 ELECTRICAL
• One piece wiring loom with incab

overload and reset switch – 
for easy installation and operation

• Robust belt drive to sideknife to
give high torque transmission

Electric motor: 12v, 300w/25 amp.
Cutting height: 135cm.

15827 Spaldings Mk7 electrical
sideknife with wiring loom
(requires mounting bracket,
see right).

15824 Spaldings Mk7 electrical
sideknife only.

15826 Mk7 wiring loom 25 amp
wiring loom (to fit 15824).

Electric drive
A electric motor drives the
knife via a toothed large
dimension ‘V’ belt for reliable
high torque transmission

Mounting bracket
Substantial fabricated
mounting brackets 

Twin crank system
Robust crank and drive
arms for long reliable use

Hydraulic drive
Driven from the hydraulic
system of the combine
(requires connection hose)

Maximise rape profit
Reliable, fast and precise cutting with the choice of electric or
hydraulic drive systems 

Heavy duty features
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*Spaldings par ts are designed and manufactured for Spaldings to exacting quality standards and are supplied to fit machines indicated and are not sold as genuine par ts. Relates to Sideknife bracket only.

Brackets designed
for each model of
combine

15820 Mk7 Toothed belt.
15821 Mk7 Electric motor 

12v without pulley.
15822 Mk7 Electric motor 

12v with pulley.
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